
ORDER NO. STROKE SPEED DIMENSIONS WEIGH(g) CODE NO.
VAG-030 0.3mm 28,000 r.p.m. Ø28 x 200 mm 220 8001-126

※All case box are not under warranty.

ORDER NO. STROKE SPEED DIMENSIONS WEIGH(g) CODE NO.
VAG-050 0.5mm 45,000 r.p.m. Ø23 x 185 mm 220 8001-127

For Ø3.0mm shank.

& chamfering work.
Extra high speed.
Light duty.
Ultra type.
Dry air only.

For Ø3.0mm shank.
Suits for detail area’s lapping.
Low noise, low vibration  and durable tool life.
Dry air only.
Light duty. 
Turbo type.
Driven by turbine air motor.

ORDER NO. STROKE SPEED DIMENSIONS WEIGH(g) CODE NO.
VAG-070H 0.7mm 28,000 r.p.m. Ø28 x 200 mm 220 8001-129

ORDER NO. STROKE SPEED DIMENSIONS WEIGH(g) CODE NO.
VAG-070 0.7mm 15,000 r.p.m. Ø28 x 205 mm 305 8001-128

For Ø3.0mm shank.

process of mold and die.
Low noise, low vibration  and durable life.
Driven by turbine air motor.
Turbo type.
Light duty.
Dry air only.

For Ø3.0mm shank.
Side to side stroke.
Special design enable the easiest way to 
change parts.

surfaces, deep and parting lines.
Light duty.
Swing type.
Dry air only.

※All case box are not under warranty.

※All case box are not under warranty.

※All case box are not under warranty.
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SPECIAL USAGE MACHINE G18
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